TOTO TOUCHLESS FAUCET TLE20006A

GE Series
Touchless Faucet
Deck Mounted

(eatures

® The touchless faucet offers hygienic, hands-
free operation with advanced sensors for
on-demand water delivery. Ideal for modern
bathrooms and public spaces, it promotes
cleanliness and water efficiency.

® Experience ultimate convenience with our
Automatic Operation, offering effortless
performance and streamlined functionality.

@ TOTO's ECOCAP Technology: More Jet,
Less Water.

epecifica tions

Flow Rate: 2L/min
Water Pressure: 0.05MPa ~ 0.75MPa
Finish: Nickel Chrome

Oarts description

Single Supply Combination

® AC Controller (220~240V)
1. TLE20006A (Deck-mounted)
2. TLEO1502A (AC Operated - BF Plug) OR
TLE01502A1 (AC Operated - C plug)
3. TLNO1102A (Stop Valve Set)*

® Self Powered Controller

T 1. TLE20006A (Deck-mounted)
N (== 2. TLEO3502A (Self Powered)
A 352 3. TLNO1102A (Stop Valve Set)*

® Battery Operated Controller
gss,ﬁ,,".,ss.s,. 1. TLE20006A (Deck-mounted)

2. TLEO4502A (Battery Operated)
3. TLNO1102A (Stop Valve Set)*

Single Supply NOTE

& *For Thermostatic
Please purchase TLE05701A (Thermostat)
and TLNO1103A (Stop Valve Set) instead
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